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1 Preliminary note

You will find instructions, technical data, approvals and further information using the QR code on the
unit / packaging or at documentation.ifm.com.

1.1 Symbols used

v Requirement

> Instructions

> Reaction, result
[...] Designation of keys, buttons or indications
-> Cross-reference

] Important note

°

Non-compliance may result in malfunction or interference.

Information
Supplementary note

[Ho

1.2 Warnings

Warnings indicate the possibility of personal injury and damage to property. This enables safe product
handling. Warnings are graded as follows:

WARNING
Warning of serious personal injury

D> If the warning is not observed, fatal and serious injuries are possible.

é CAUTION

Warning of minor to moderate personal injury

D> If the warning is not observed, minor to moderate injuries are possible.

ATTENTION
Warning of damage to property

> If the warning is not observed, damage to property is possible.

1.3 Safety symbols on the unit

A » Electric supply must correspond to IEC 61010-1, chapter 9.4 - Limited-energy circuit.
» The photobiological safety of devices with Risk Group 1 must be taken into consideration.

@ Device of protection class Ill. Only for operation in PELV circuits (- chapter Electrical connection).

1.4 Legal and copyright information

© All rights reserved by ifm electronic gmbh. No part of these instructions may be reproduced and
used without the consent of ifm electronic gmbh.


https://documentation.ifm.com

O3M9xx Illumination unit

All product names, pictures, companies or other brands used on our pages are the property of the
respective rights owners.
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2 Safety instructions

.

The unit described is a subcomponent for integration into a system.
— The system architect is responsible for the safety of the system.

— The system architect undertakes to perform a risk assessment and to create documentation in
accordance with legal and normative requirements to be provided to the operator and user of
the system. This documentation must contain all necessary information and safety instructions
for the operator, the user and, if applicable, for any service personnel authorised by the
architect of the system.

Read this document before setting up the product and keep it during the entire service life.

The product must be suitable for the corresponding applications and environmental conditions
without any restrictions.

Only use the product for its intended purpose (= Intended use).

If the operating instructions or the technical data are not adhered to, personal injury and/or damage
to property may occur.

The manufacturer assumes no liability or warranty for any consequences caused by tampering with
the product or incorrect use by the operator.

Installation, electrical connection, set-up, operation and maintenance of the product must be
carried out by qualified personnel authorised by the machine operator.

Protect units and cables against damage.

2.1 Safety instructions infrared light

CAUTION

Risk Group 1 (EN 62471) light source

The illumination unit emits non-visible infrared radiation.

D> This can cause damage to the retina.

P Use the illumination unit with the described devices and settings.
P Avoid looking into the light source for any length of time.

P Carry out a hazard analysis and, if necessary, take appropriate measures for the
protection of persons.
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3 Intended use

The illumination unit (hereinafter referred to as “device”) illuminates a scene using infrared light. A
sensor processes the infrared light reflected by the surfaces.

The device may be used as a component of a photoelectric system only with the following sensors:
e O3M1xx
*  O3M2xx

3.1 Application area

Permitted application area:

» on mobile machines with supply from on-board systems (with battery) of 12V DC or 24 V DC
nominal voltage

* in an industrial environment with supply from SELV/PELYV according to the technical data
* in outdoor applications

The device safety is rated for use under the following operating conditions according to EN IEC
61010-2-201:

e altitudes up to 4000 m
* relative air humidity up to max. 90 %, non condensing

* pollution degree 4

] The unit is not approved for safety-related tasks in the field of operator protection.
9 | Electromagnetic compatibility (EMC):
* ) The unitis designed for use in industrial environments.

This product may cause radio interference in domestic areas.

» If required, take appropriate EMC screening measures.
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4 Installation
The device is operated as a system together with the sensor.
During installation note the following:

P Operate the device and the sensor in combination.

Fig. 1: Combination of the device and the sensor
P Install sensor and device between 0 and 2.80 m apart.

D> Select the matching MCI connection cable depending on the distance.
P Use suitable brackets for the application.

» Keep the area illuminated by the device free from any obstructions in a close range (up to 50 cm)
(see figure below).

oo
v o VX

Fig. 2: Avoid obstructions in a close range

1 Sensor 2 Device

4.1 Mounting accessories

Depending on the intended mounting location and the type of installation, the following mounting
accessories are available:

Article number Description

E3M100 Mounting bracket for O3Mxxx (sensor and illumination unit)
U-shaped, silver, adjustable

E3M102 Mounting bracket for O3Mxxx (sensor and illumination unit)
U-shaped, black, adjustable
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5 Electrical connection

The device must be connected by a qualified electrician.

P Disconnect power before connecting the device.

@ Protection class Il (PC IIl) device (IEC 61010-2-201 chap. 6.5.2.101.4).
The electrical supply must

* be provided only by PELV circuits (IEC 61010-2-201 chap. 3.111),

» not exceed 35 V DC during operation,

* not exceed 60 V DC in the event of a single fault and

* not exceed the permitted operating voltage of the device (see data sheet).

The separation of external circuits must comply with IEC 61010-2-201, figure 102.

ATTENTION
No suitable energy limitation of the circuit
> Fire hazard in case of a malfunction.

P Use energy-limited circuit according to IEC 61010-1 chap. 9.4.

The energy of the circuit can be limited by an overcurrent protection device:

Designation Voltage Nominal value fuse Tripping characteristics
VBB 9.16 V 5A Trse < 120 s at max. 10 A
VBB 16..32V 3A Tuse < 120 s at max. 6.25 A

Observe the specific tripping characteristic. Possible overcurrent protection devices:
« fuseor
* non-adjustable and non-self-reclosing electromechanical device.

For the correct rating of the overcurrent protection device take the technical data of the device and
wiring into account. Separate the circuit from other, non-energy-limited circuits by at least basic
insulation.

ATTENTION

P For cable lengths > 30 m use an additional protection against surge voltages to
IEC 61000-4-5.

ATTENTION
The device can be damaged by insufficiently tightened M12 connectors.

> The IP protection rating indicated in the data sheet is only guaranteed if the M12
connectors are firmly screwed.

P Firmly screw the M12 connectors to the device.

P Cover the unused sockets with the pre-mounted protective caps. Tightening torque:
0.6...0.8 Nm.

> The protective cap for the Ethernet socket of the sensor can be reordered: article
number ZJF051.

P Use strain reliefs for cables connected to the device.

Laying connection cables

Observe the following notes when laying the connection cables:



Illumination unit O3M9xx

» Route the connection cables vertically or horizontally downwards away from the device.

> No liquid must accumulate on the sockets and connectors.

v

Use all 4 wires of the M12 connector for the power supply.

v

For the power supply keep the cable as short as possible.

> Unnecessarily long cables cause an additional voltage drop.
» Ensure a sufficiently dimensioned cable cross-section.

> Up to 14 A may flow via the cable for the power supply.

P Use a separate supply line for the power supply.

5.1 Wiring example

Ethernet

CAN bus

®
o

DC

MCI

9-32V

12/24 V DC
9-32V DC 75 VA

Fig. 3: Wiring example
1 Device 2 Sensor
3 PC 4 Power supply

5.2 Wiring

Fig. 4: Connections
1 MCI (Modulation and Communication Interface) 2 Power supply

(1) MCI (Modulation and Communication Interface)

Connects the device and the sensor.
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(2) Power supply

M12 connector, A-coded, 4 poles

1: GND
2 o0 2:9..32V
3:9..32V
34 4: GND

10

> E3M131 (2 m)
E3M132 (5 m)
E3M133 (10 m)

Only use the following ifm cables for the power supply:
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6 Set-up

The following articles are required for setting up the device:

Article number Versions Description

O3Mx51 (for O3M950) O3Mx61 (for O3M960) Mobile 3D smart sensor / camera
0O3Mx71 (for O3M970)

The device is operated in combination
with a sensor.

The following cables, for example, can be used for set-up:

Article number Versions Description

E3M131 (2 m) E3M132 (5 m) Power supply cable for illumination unit
E3M133 (10 m)

E3M120 (0.5 m) E3M124 (2 m) MCI connection cable with angled sock-

et

E3M121 (1 m) E3M122 (2 m) MCI connection cable
E3M123 (3 m)

E11596 (2 m) E11597 (5 m) Connection cable for CAN bus and pow-

EVC492 (5 m, with terminating resistor) | er supply
EVC683 (10 m, with terminating resistor)

E3M151 (5 m) E3M152 (11 m) Connection cable with angled connector
E3M153 (16 m) for analogue video output of O3M2x1
E3M154 (21 m)
E3M159 (5 m) Connection cable without angled con-
nector for analogue video output of
O3M2x1
E3M160 (1 m) Video adapter cable
EVC924 (0,5 m) EVC925 (1 m) Ethernet connection cable

EVC936 (3 m)
EVC928 (10 m)

Putting the device into operation:

P Switch off the power supply.

P Connect the device to the sensor via an E3M121 “MCI connection cable”.
P Connect the sensor to the PC via an E11898 “Ethernet connection cable”.
>

Connect the sensor to the power supply via an E11596 “connection cable for CAN bus and power
supply”.

Connect the device to the power supply via an E3M131 “power supply cable”.

Connect the CANFox CAN interfaceto the PC via the USB port.

Connlect the CANFox CAN interface to the E11596 “Connection cable for CAN bus and power
supply”.

» Only for O3M2xx sensors: Connect the sensor to a video converter, display etc. via an E3M151
“Connection cable for analogue video output”.

vvVvyy

P Activate the power supply.

ﬁ During the first set-up the device connects with the sensor. Connection may take up to 60 s.

Afterwards the sensor can be configured via the ifm Vision Assistant software.

The operation of the ifmVisionAssistant software is described in the software manual.

i

> Download the software manual via the download area of the device: documentation.ifm.com

11
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7 Approvals/standards

For approvals and standards, the following information is available:

» Test standards and regulations: documentation.ifm.com

» EU declaration of conformity and approvals: documentation.ifm.com

» Notes relevant for approval: Package insert of the device and documentation.ifm.com

12


https://documentation.ifm.com/
https://documentation.ifm.com
https://documentation.ifm.com
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8 Maintenance, repair and disposal
If used correctly, the unit is maintenance-free.

Soiling reduces the contrast and the recognition performance.
» Keep the front pane free from soiling.

P Use glass cleaner or isopropanol as a cleaning agent.

Only the manufacturer is allowed to repair the unit.

P After use, dispose of the unit in an environmentally friendly way in accordance with the applicable
national regulations.

13
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